
Periodic Maintenance Schedule

YEAR MODEL VIN#

KSX125

AFTER COMPLETION OF ASSEMBLY, IT IS ESSENTIAL THAT THIS PDI SHEET BE COMPLETED AND INSPECTIONS LISTED AND PERFORMED BY A CERTIFIED MECHANIC IN ORDER TO ENSURE THAT THE VEHICLE MEETS ALL SAFETY STANDARDS

The Chart below lists the recommended intervals for all required periodic service work necessary to keep the
vehicle operating at peak performance and economy. 

NOTE:
More frequent servicing may be required on vehicles that are used under severe conditions. 

PERIODIC MAINTENANCE CHART:

Air cleaner element

Exhaust pipe nuts and muffler mounting bolts

Valve clearance

Spark plug

Spark arrester

Fuel line

Engine oil and oil filter

Final reduction and oil filter

Throttle cable play

Idle Speed

Drive Chain

Brakes

Tires

Steering

Suspensions

Chassis nuts and bolts

General lubrications

First Month Every 3 Months Every 6 Months

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

NOTE:
i = Inspect and clean, adjust, replace, or lubricate as necessary.
R = Replace
T = Tighten
C = Clean
L = Lubricate

Fauilure to comply with the maintenance schedule as noted will void Konker Motor’s limited warranty.
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REPLACE EVERY 18 MONTHS

REPLACE EVERY 4 YEARS

REPLACE EVERY 2 YEARS

LUBRICATE AND INSPECT BEFORE EACH RIDE

INSPECT EVERY MONTH


